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Feature
THE INTERFACE

uUSB
Full compliance with USB2.0 specification (full speed) .

TTL/232
The definition of the interface is show as following:

1 19
L 2R B B NE I O N BN BN U
S S 888 ehEBEE
2 20
pin signal explanation
1 VBUS USB VCC
2 D- USB D-
D+ USB D+
GND GND
19 TX Printer transmits data to PC
20 RX Receiving data from PC
POWER

The input power is DC 5V-8.5V, or 9V-24V, and it is shown as follows:

1: positive pole  2: NC  3: negative pole

OPERATION

There is two keys and one indicator light, the indicator light is also the LF key, the SET
key is in a hole down in the left corner of the back.

Self-check:

Press the LF key, and power on the printer at the same time, then it will print out the
self-check scrip.
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Setting:

In the power-off state, press the LF key, then power on the printer, the printer will print
the setting menu, as follows:

1.Setup Infrared
2.Setup 232
3.Print Direction
4.Gray Adjust
5.Poweroff

6.Font&Codepage
Then press the SET key, and do not release. When the number of the sound “kada”

is the same as the item number, then you can select according item. For example,
when the “kada” sound appears 4 times, then you can select Item 4, “Gray Adjust”. In
the same way, sound appears 5 times- Item 5, 6 times —Item 6.

New setting will be valid after repowered.
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Control Commands Details

Basic control command

[ Initialize Printer])

Format: ASCIl: ESC @

Dec: 27 64
Hex: 1B 40
Explanation:

This command is used to initialize the printer. There are two ways we can initialize the
printer :

(1) use the command ESC @

(2) re-power the printer

[ Carriage return]

Format: ASCII: CR
Dec: 13
Hex: oD

Explanation:

If a “CR” command is sent to printer the total data in the print buffer will be printed out
and paper will be fed for one line forwards.

[ Print and line feed]
Format: ASCII: LF

Dec: 10
Hex: OA
Explanation:

Content in the buffer will be carried out after this command. The paper feeds in for
a new line. The length is the high of one character and the
distance rows between.

[n Dot Line Feed]

Format: ASCIl: ESC J n
Dec: 27 74 n
Hex: 1B 4A n
Explanation:
The printer feeds paper n dot lines. N=0~255. This command sends
carriage
return and feed line. It won" t influence the latter feed line command.

[ Print and Feed Page to the BM position]

Format: ASCII: FF
Dec: 12
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Hex: Oc
Explanation:
Print the data of buffer, and feed paper to the position of main black mark.
Notice: The command is used to fix the black mark position, when the printing paper
is pre-printed with a black mark, and the setting position will be the printer starting
position. If the paper is pre-printed with a black mark, the printer will print the data of
buffer, then feed paper to the black mark position. If the black mark is not detected,
the printer will feed 4cm.

Select Character Commands
[ select character]

Format: ASCIl: ESC 8 n

Dec: 27 56 n

Hex: 1B 38 n
Explanation:
After the command, it will print out the download Chinese characters set “n”(from
zero begin to count). The printer can download any dot matrix character set and
Graphical user-defined font. The first address of user-defined font is 0x20. User
can find the download character set in self-test.

[ select Chinese character]

Format: ASCIl: FS &

Dec: 28 38

Hex: 1C 26
Explanation:
After the command, it will print out the first download Chinese characters
set
(GB2312 or GB18030) .Printer accept standard internal code, and base on
the code if find the characters, the printer print, otherwise not print.
When printer power on, the default printing type is Chinese character.

[ exit the Chinese character]

Format: ASCIl: FS &.
Dec: 28 46
Hex: 1C 2E

Explanation:

After the command, it will exit the Chinese character, and it will select the first
ASCII set in ASCII sets. If user want to select other character, use the command
[ select character] ..

Character Setting Commands

[set the gray degree]

Format: ASCIl: ESC m n
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Dec: 27 109 n
Hex: 1B 6D n

Explanation:
N ranges from 1 to 12 the larger of the n value, the darker the dot it is . The initial n=7.
It is used to modify the final expression of different thermal paper roll.

[Enlarge Width]

Format: ASCIl: ESC U n
Dec: 27 85
Hex: 1B 55 n

Explanation:
The characters and graphics following this command are printed at n times
of normal width, n=1~4, default n=,that means normal width, no width enlarging.

>

[Enlarge Height]

Format: ASCIl: ESC V n
Dec: 27 86 n
Hex: 1B 56 n

Explanation:
The characters and graphics following this command are printed at n times
of normal height, n= 1~4, default n=1.

[Enlarge Width and Height]

Format: ASCIl: ESC W
Dec: 27 87
Hex: 1B 57 n

Explanation:
The characters and graphics following this command are printed at n times
of normal width and height, n=1~4, default n=1.

5 O

[ Select/cancel Underline Print]

Format: ASCIl: ESC - n
Dec: 27 45 n
Hex: 1B 2D n

Explanation:

When n=1, select underline print; when n=0, cancel underline print.

All characters including spaces will be printed out with underline after selecting
underline print command. Default n=0.

[ Select/cancel Up-line Print]

Format: ASCIl: ESC + n
Dec: 27 43 n
Hex: 1B 2B n

Explanation:
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When n=1, select up-line print ; when n=0, cancel up-line after selecting up-line print
command, unless cancel the up-line print command. Default n=0.

[ Turn emphasized mode on / off]

Format: ASCIl: ESC | n
Dec: 27 105 n
Hex: 1B 69 n
Explanation:
- When the LSB of n is 0, emphasized mode is turned off.
- When the LSB of nis 1, emphasized mode is turned on.

[ Select/cancel Reverse Print])

Format: ASCIl:  ESC ¢ n

Dec: 27 99 n

Hex: 1B 63 n
Explanation:
When n=0, select reverse print, printing from right to left. When n=1,
cancel reverse print, printing from left to right.
When the printer is assembled vertically, it is convenient to read the
word reversely so its initial value is 1.

[ Set Character Rotational Print]

Format: ASCIl: FS | n
Dec: 28 73 n
Hex: 1C 49 n
Explanation:
This command is to rotate characters, the values of n are as following:

N Characters rotated
widdershins

0 0°

1 90°

2 180°

3 270°

Parameter setting Command for print typeset

[Set n Dot-line Spacing]

Format: ASCIl: ESC 1 n
Dec: 27 49 n
Hex: 1B 31 n
Explanation:
The space between lines are n dots after this command (The dot
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number is unconditional and can“ t be affected by enlarging
command.) 1=<n<255. The original setting: n=3.

[set the space between characters]

Format: ASCIl: ESC p n

Dec: 27 112 n

Hex: 1B 70 n
Explanation:
This command sets the space between characters n dots (The dot
number is unconditional and can“t be affected by  enlarging
command.) 1=n<255. The original setting: n=0.

1.1.1.1 [Select justification]

Format: ASCIl: ESC a n
Dec: 27 97 n
Hex: 1B 61 n

0 <n <2, 48 <n<50

n=0

Aligns all the data in one line to the specified position.:

n Justification

0 48 Left justification

1 49 Centering

2 50 Right justification

[ Set Vertical Tab Value]
Format: ASCIl: ESC B n1 n2..NUL

Dec: 27 66 n1 n2..0

Hex: 1B 42 n1 n2..00
Explanation:
The vertical tab positions are entered as n1, n2 and so on, The total number of
position is 8, all of these should be within the page length set by
ESC C command.
For example, when n1 = 3, n2=6,the printer executes “VT” command and paper will
feed in to the 3rd and print ,then the printer executes “VT” command again and paper
will feed in to the 6th. The height of unit line is the sun of 8 dots add dots characters
between, and is unconditional. Command NUL added at the end
indicates the command is over.
All vertical tab positions that input can be deleted by using this command in ESC
B NUL format. VT command is to carry out vertical tab, the paper fed
to the next vertical position.

[Carry out Vertical Tab Value]

Format: ASCII: VT
Dec: 11
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Hex: 0B
Explanation:
Feed paper to the next vertical tab position which is set by ESC B command.
Notice: if there is no vertical tab value setting, or the current position equals or is
beyond the last vertical tab position, VT command is to feed paper
one line only(same to LF command).

[ Set Horizontal Tab Value]

Format: ASCIl: ESC D n1n2.NUL
Dec: 27 68 n1n2..0
Hex: 1B 44 n1n2..00
Explanation:
The tab positions are entered as n1,n2 and so on, the total number of position is 8, and
all of these should be within the line width of this model printer.
For example, when n1 = 3, the printer executes “HT” command paper will feed in
to the 3™ unit length (unit lengh:0.25mm) then print. The width of each step is the
sum of width of character matrix and dots characters between
horizontal. Command NUL added at the end indicates the command is over.
All horizontal tab positions that set can be deleted by using this command in ESC
D NUL format.

[ Carry out Horizontal Tab Value]

Format: ASCII: HT

Dec: 9

Hex: 09
Explanation:
The print position is advanced to the next horizontal tab position which is set by
ESC D command.
If there is no horizontal tab value setting, or the current position equals
or is beyond the last horizontal tab position, HT command won" t be carried out.

[ Set Right Margin]

Format: ASCIl: ESC Q n

Dec: 27 81 n

Hex: 1B 51 n
Explanation:
N value means n-characters blank space on the right side will be
left. Each character space is the sum of width of the character matrix
and the horizontal space between. The value of n should be in the range from 0
to the line width of this model printer.
Default n = 0, that means no right margin.

[ Set Left Margin]
Format: ASCIl: ESC 1 n
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Dec: 27 108 n

Hex: 1B 6C n
Explanation:
N value means n-characters blank apace on the left side will be
left. Each character space is the sum of width of the character matrix
and the horizontal space between. The command is relative to the enlarging
command.

Default n = 0, that means no left margin.

Graphic/image printing command

[ Print bit-map graphics]

Format: ASCII: ESC K mlmhn1n2..ni...
Dec: 27 75 mlmhn1n2..ni...
Hex: 1B 4B mlmh n1 n2...ni...

Explanation:

mi mh stand for a 16 bits binary datum . ml is the low 8 bits and mh is the high 8
bits. The number of graph data is mhX256+ml. The size of graph depends on the
enlarging command.

The command will print a iX8 dots graph unit for the 16X16 dots type printer. Its
width is i dots and height is 8 dots. A 8-bit binary datum express row structure and
the high bit is on the top.

If your graph is larger than one graph unit, you can divide the graph to different
unit, set and print them separately.

2 34 56 7 8 91011 12

High bit D7: DDDIDDDDDIDD
CANEEN_  EEEEN
omfoooooomgg
Uomfoopogoomgg
Uomfoooooomomd
mOOO00gomdoom
Uoogogoooogd

Low bit DO: OO HOOOOOOOH]

02H cOH 44H 44H

[ dot line print]
Format: ASCIl: FS K n1 n2 data.1~data.n2
Dec: 28 75 n1n2data.1~data.n2
Hex: 1C 4B n1 n2 data.1~data.n2
n1:
when n1.0=1, print graph twice in height
n1.0=0}, print graph in original height
n1.1=11}, print graph twice in width
n1.1=0/}, print graph in original width
n2: the large number of the byte of one line. The max is 48(one line is 384 in dot,
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one byte is 8 dot 8*48), when print in twice width is 24.
Data.1~data.n2: n2 graph data
The command is used to print one line graph data

6.3 print curving 1
Format: ASCIl: ESC ° mIimh I11h1.12h2. lihi...CR
Dec: 27 39 mimh M h1.12h2. [lihi...13
Hex: 1B 27 mimh 1 h1.12h2. lihi...OD
Note: Both the number and the position of the dots are expressed by double byte
data. ml andl1 are the low byte and mh hi are the high byte.

The command is used to set and print the curving graph along the paper-feeding
orientation. The value of ml mh indicates the number of dots you need in this current
line. It should be not bigger than 384.

The value of li hi sets the position of the dot i .It should be not bigger than 384
imax = ml mh .
0D is to execute this command.

One dimension barcode
[ Print bar code]

Format:. ASCIl: GS k n m [d]
Dec: 29 107 n m [d]
Hex: 1D 6B n m [d]

Explanation:

n is used to choose the bar code system.

n Bar Code System

65 UPC A

66 UPC_E

67 EAN-8

68 EAN-13

69 CODE_39

70 INTERLEAVED 25(ITF)
71 CODABAR

72 Code93

73 CODE128

[d] =the data of barcode.
M: the length of the barcode data
Print barcode

[NOTICE]

e Notice the numbers of each barcode .EAN-13. EAN 128. CODE_39.
Code93.
UPC_A and EAN-8 barcode can generate parity bit automatically, user doesn® t
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need to transmit that data.

e The received data must be in the standard bar code set, if exceeding the
set ,the command is in vain..

e CODE39 and CODE93 do not include extend code (EXTERN CODE 39,
EXTERN CODE 93) .

e The head of CODE128 barcode data link must be CODE A, CODE B, or
CODE C, inside of barcode, also user can switch to another coding. combination,{"
and one character to define a new function. And transfer two ,{* to define ASCII {* .
as following:

ASCII HEX Function

{A 7B, 41 Select coding A
{B 7B, 42 Select coding B
{C 7B, 43 Select coding C
{S 7B, 53 SHIFT}

{1 7B, 31 FNC1

{2 7B, 32 FNC2

{3 7B, 33 FNC3

{4 7B, 34 FNC4

6 ¢

If the length of INTERLEAVED 25(ITF) barcode data is even number, then the “n" is
even number, if it is odd number, then add 0 on the left of data to make the barcode
data is even number. (such as :123 change to 0123)

[ Permit /forbid printing HRI character]
Format: ASCIl: GS H n
Dec: 29 72 n
Hex: 1D 48 n
Explanation:
When n=0,HRI character will not be printed out and it is the initial value. When
n=1,HRI character will be printed out under the bar code.
When print HRI character is affected by command of character setting command

[ Set the height of the bar code]

Format: ASCIl: GS h n
Dec: 29 104 n
Hex: 1D 68 n

Explanation:

n=0~255,when n=0,the height is 256 dot.

Default : n=60.

[ Set the landscape orientation size of the bar code]

Format: ASCII: GS w n
Dec: 29 119 n
Hex: 1D 77 n
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Explanation:
n=1~4, the size of the bar code be different when the n is different. Default: n=3.

n narrow bar wide bar
1 1 3
2 2 5
3 3 7
4 4 9

n=1~4, the size of the bar code be different when the n is different. Default: n=3.

The example of the One dimension barcode:

B UPC-A: 1d 6b 41 0b 30 31 32 33 34 35 37 35 36 38 34

B UPC-E: 1d 6b 42 07 30 31 32 33 34 35 37

B EAN-8: 1d 6b 43 08 30 31 32 33 34 35 37

B EAN-13: 1d 6b 44 0d 30 31 3233343537 3233333736
B CODE39: 1d 6b 45 06 25 34 35 36 32 2b

B INTERLEAVED25: 1d 6b 46 05 30 34 35 36 32

B CODABAR: 1d 6b 47 06 42 30 34 3536 41

B CODE9a: 1d 6b 48 08 30 34 35 36 32 25 35 37

B CODE128: 1d 6b 49 09 43 30 34 35 36 32 35 37 35

Pinter PDF417

[ print PDF417 bar code]

Format: ASCIl: GS ( Kk R C r [L1 H1]----- [Ln Hn]
Dec: 29 40 107 R C r [L1 H1]---- [Ln Hn]

Hex: 1D 28 6b R C r [L1 HA]--- [Ln Hn]
Explanation:

R=PDF417 the rows of barcode data matrix

C=PDF417  the columns of barcode data matrix

R=PDF417 the check grade of barcode (0<<R<8)

[Ln Hn]: the low byte and high byte of PDF417barcode data matrix n= R*C

[NOTICE]

e The command of [Set the height of the bar code] effect the PDF417
barcode printing. The width of PDF417 barcode is the same with the strip width of
one dimension barcode. The height of PDF417 barcode is four times in strip width of
one dimension barcode.

e This command doesn’t calculate data coding and validation on the user” s
input text, but our company® s Windows dynamic library will do.
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Appendix

1. International escape character set

The character
command[exit

1]

10

20

30

40

50

60

10

a0

90

1)

BO

co

Do

ED

Fo

after

0x80 code

in

this set

can print only after

using

the

Chinese character], About Chinese characters ,user can refer to GB-2312 and CP936.

NUL | 5T | 50T | ETX | EOT |ENQ |ACK |BEL | B | HT | LF | ¥T | FF | CE | 30 | 3I
ooon | ool | oooz | oood | ooo4 | ooos | ooos | ooo7 | oo0% | 0009 | 0004 | OOOE | 00OC | 000D | O0OE | O0OF
DLE |DC1 (DCZ |DC3 |DC4 | NAK | S¥YN |ETE |CAN | EM | 5UE (ESC | Fa | G5 | BS | O3
omo | oon | omz | omz | omd | oms | ooe | om? | omz | oot | oma | oole | omc | omD | o0E | ooiF
#1535 | & |7 A T T A I S P (Y N
ooz | ooz4 | ooes | ooze | ooz7 | oozs | ooea | ooza | ooze | ooec | oozD | ooz | oosF
3 4 g =] 7 g g : ; < = > ?
o032 | o024 | o035 | oo2s | ooa7 | o022 | ooxa | ooza | oose | oosc | o030 | ooz | oosF
Z D E F = H I J | L M I¥) o
o043 | o044 | o045 | 004 | ood7 | ooss | oods | oods | oosE | oodc | o040 | o04E | 004F
g|lT U | v W | X[ Zf LN
o052 | oos4 | o055 | oo5s | oos7 | oosz | oosa | oosa | oose | oosc | oosD | oosE | oosF
c|ldl|le | fT|lg|lh|1]|]]]|k|1l]|m|n]|oae
oog | oosd | ooes | oogs | oos? | ooss | ooga | ooge | oose | oosc | oosD | oosE | ooeF
s | £ u | v | w | x|V |z { | } ~ | DEL
oo7s | oors | oo7s | oo?e | ooy | oors | oo7e | oova | oo7e | oo | ooFD | oove | QUYF
Fla |-t ]%]"
migz | 2miE | 2026 | 2020 | 20m | ooce
w L " _ _ -
e | oo | zoze | 2oz | 2om | oD
E e ¥ | 5 ;
00AD | poat | poaz | ooas | ooad | ooas | ooas | ooar | ooas
* + 2 3 4 n q ,
ooen | ooet | oogz | ooez | ooeq | ooes | ooee | ooer | ooez | ooes | ooes | ooee | ooec | ooeD | ooee | ooeF
1y .’ - an . [=] b r . .. b . - ..
= A =1 A =1 A i (; E E E E T T T T
oo | ooct | oocz | ooc: | oocd | oocs | oocs | ooc? | oocs | oocs | ooca | oocE | oocc | ooco | oocE | oocF
p | |o|lo & |6 |6 x|@g|u|0|T|0|Y|E|Ghk
oo | o001 | oooz | o002 | ooog | ooos | oooe | ooo7 | oooe | oo | oooa | oooe | oooc | oooo | oooE | oooF
dlalali|lalale|g|e|é&|ele|i|1|1]|1
o0ED | 001 | 00E2 | ooE3: | ooE4 | ooEs | ooEs | oo | ooz | ooEs | ooEs | o0EE | 00EC | ooED | ooEE | O0EF
& A O & & & & = iz u 1 il u | v b ¥
ooFn | ooF1 | ooFz | ooFz | oors | ooFs | oore | oo | ooFz | ooFa | ooFa | ooFe | ooFc | ooFo | ooFE | ooFF
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2. The barcode rule

® UPC-A: UPC-A coding must accord with the standard of
UCC  organization (http://www.uccnet.org ).

® UPC-E: UPC-E coding must accord with the standard of
UCC  organization (http://www.uccnet.org ) .

B ENAS: ENA8 coding must accord  with the  standard  of
EAN organization (http://www.ean-int.org).

B ENA13: ENA13 coding must accord with the standard of

EAN  organization (http://www.ean-int.org).

Bm CODE39: the beginning bit and the stop bit must be’* , among
that must not contain’*’ , amount the data can contain check code or
not. The check code has its regular arithmetic. With our printer, user do not need
input “*’ and check code .

®m ITF. (INTERLEAVED) 25, INTERLEAVED 2 of 5, The length of data must
be eleven number, The data will be include check code or not . The
printer will check

computation automatically.

B CODABAR: Start bit and end bit must be A, B, C, D four characters ina , Starting
a character that without the same character space, can contain data can also check
code includes the check code, check code by coding people custom.

3. The length of barcode set

Barcode type length character(ASCII)
UPC-A 12 0~9

UPC-E 8 0~9

EANS 8 0~9

EAN13 13 0~9

CODE 39 No limit 0~9A~Z-.SP$/+%*
INTERLEAVED 25 | Even number| 0~9

CODABAR No limit 0~9-:/% .A~D

CODE 93 No limit 0~9A~Z-.SP$/+%*

4. Character format setting command

Character format setting is

[ select character]

[ select Chinese character]

[ exit Chinese character]

Enlarge Width]

Enlarge Height]

Enlarge Width and Height]
Select/cancel Underline Print]
Select/cancel Up-line Print]
Select/cancel Reverse Print]
Set Character Rotational Print]
Set n Dot-line Spacing]

T2 NOORAE W=

- O
P PN [ P [ [ P [P
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5. Contact us

Company : Beulng Bright Technology Development Co., Ltd

Address: 20 floor, No.5 building, Huihuang International building, the 10
Shangdi District, Beijing, China

ZIP: 100085

Tel:  0086-10 51655555

Fax: 0086-10 62101720

Website : http://www.whkj.com.cn/
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