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@ FTEIH ZERE—Y% Printer Parts Names

1. LF §8/BiRHRRAT LF Button/ Power Light 6. KEFX Luck.

2. 4B Paer Case Cover 7,450 Grounding

3. EESR Fastener 8. BiF#EN Power Connector

4. 4%% Paper Roll 9. SET % SETButton

5. i%%h Platen Roller 10. ##&$% 0 Interface Connector

————

IR T RBIRIE RIS TRAT

FTENHL L B R R R AT (RFF R RS, $TENHLSRERET IS RATIA, R RERU SR .
EREBRE, LFE#AERE, SETHREN.

B#EMAR

FTEDHLETEE, #2 LF EARMFRALITEIN LR, #2F, FTEMHMSITENSH
B,

Operation Specification

After turning on the printer, the indicator light will keep on. When
the light flash, it shows that the paper is lacking, and the printer
can not receive data.

After turning on the printer, press the LF button, the printer will
feed paper, and the SET button is no used.

The Self Test

Press the LF button, do not release and repower the printer at the
same time, and then the printer will print out the self-check scrip.
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@ R~F Size

@ U

8lmm 75mm

| 106mm !__ l— 37.5mm —l

| 40.5mm 75mm
! 100mm ! I— 100mm —‘

WH-E19 ) R~ Product Size:

SMER<F: Outline Dimension: 106mm X 81mm X 40. 5mm
FORSH: Installation Dimension: 100+0. 5mm (W) X 75+0. 5mm (H)
HNEE: Inlaid Deepness: 37. 5mm
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@ %3 Installation

REFZE:

SEATEDHLRAERSMEN R BUR S EMAMRETLA, FEER £ F MR EEREERET
EDHL G , EATFRE—E, REFEHER.

WH-E19 VR R E R IR FNIE B EE .

MFERENEREE S 0.5~6.5m BEHERIKLBRINR: EFERSHMITEIH R
EE M.

FOR: 100mm+0. 5X 75mm+0. 5

Instal lation Method

Insert the built—in part of printer into the installing orifice of instrument or
equipment. As the picture show, fix the fastener onto the printer and tighten the
printer.

For the faceplate that will be fixed could be metal plate or plastic plate with
thickness from 0.5mm to 6.5mm. Neither too thick nor too thin would affect the
fastness of the printers.

Installation dimension:100mm+0. 5x75mm+0. 5.
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@ %3 Connection

BIRERE:

B S R R MR =R A B HETIE .
HLIRERE

EEE SRR EEREES R TIER.

AR BB 220V SITEN RIRIGREEIRIEE, TIERENAEHERE
5%, BRI — EERIER, &N SBITEMHLE RN R AR, iS22
AR R ARIBRIEN S

Communication Connection

Please refer to the printer manual on company website.

Power Connection

Notice the power cable, connect the red cord to positive pole, connect the white
cord to the negative pole.

Attention: Do not connect AC to the printer directly, operating
voltage should be within + 5% rated voltage. Power polarity must be
correct, otherwise it will cause permanent damage to printer, brightek
company do not assume maintenance compulsory upon this.
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@254% Paper Roll

RERSR:

1. GNE 1 PR, BT ER RIS IRT .

2. EEREAR T, XEHTEN L ERIMSHTEN KD B, TR EE.

3 BITENARIEN, FriL i — 8 (B — SRR F &) , EEIBRMEST, RA BB HR—
H GEiB®E) [, wE 3.

4. & LREEE, FTENKERIESTHTENGR SRS A S 9RITED K E HRAhE BT ED Sk, FHICRESE
WFENELL.

5. FEBITENL A AR, (B K48, XM B —THRREEE, FNX LBIE.

Replacing the Paper Roll

1. Unsheathe the circumrotated wrench from the position the arrow point to as shown
in Fig. 1.

2. Undrawn the paper cover, and insert the paper into the printer, then pull out
a small amount of paper. Notice the direction of the paper according to Fig. 3.

3. Close the paper cover. Press the platen roller back to the printer head, then
push the circumrotated wrench to the original position.

4. Power the printer on, then press LF button, make the print head to run, and
the paper will come out. Turn off the power.
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@55 Cleaning

HIERSE:

HEITEMERA TR, AMRSRBESBT—L5E, IRTRIEES VM
EMHLEER S5 a. RITEWETERMFE

HERTIFHE, BRELDVFER, BRIFRITENAGSE RECEHRMA.

Printer Cleaning

If the interior of the printer is dusty, print quality can decline. So please clean
the printer regularly. Open the cover of printer, then Wipe the print head with
a cleaning pen and Use a cloth moistened with an alcohol solution to clean the

paper sensor and the platen roller.
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IE ITEMS ##& SPECIFICATION

FTEDA R Printing method T ABETED Direct thermal line printing
4838 Paper width 80mm

FTENFERE Print width 72mm

Y resolution ration

8 dots/mm (576 dots/line)

FTEP KA life of printing head

6,000, 000 character |ines

FTEPIRE Printing speed

30mm/sec (when the utilization rate is 25%)

FHFA /) Character size

6x8dots, 8x16dots, or 12x24dots

SRFEE Chinese character library

GB2312, 16x16dots, or 24x24dots

ZRA93AE Paper supplied

80mm wide, 30mmg

$0 Interface

Serial (RS232C, TTL) /Parallel interface/USB

HNERIR Input power

SHBIFKFM According to the development manual

1218 Operating temperature | 5°C ~50°C
TFfi&i@E Storage temperature  [~20°C~60°C
$21EIRE Dperating humidity 10%~80%
TFAERE Storage humidity 10%~90%
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